
 

Aberdeen Specifications 

General 
 
All furniture meets or exceeds ANSI/BIFMA and ISTA standards. 
 
Desk worksurfaces and the top of storage cabinets and hutches constructed of .3mm thick Thermally Fused 
Laminate (TFL) over 1 5/8” thick 41lb/ft3 density particleboard with 3mm Fluted PVC edging. 
 
Furniture panels constructed of Thermally Fused Laminate (TFL) over 41lb/ft3 density particleboard panels with 
color matched 2mm PVC edging. 
 
Cabinet doors and drawer fronts are constructed of Thermally Fused Laminate (TFL) over 41lb/ft3 density 
particleboard with color matched .6mm PVC edging. 
 
Pulls are curved metal with brushed nickel finish (128mm hole centers). 
 
All freestanding units feature leveling glides that provide ½” of adjustment. 

Desks 
 
Worksurfaces have metal grommets that are 2 3/8” Dia., with a brushed nickel finish.  All grommets feature a 
flexible brush in the grommet cap for cable routing. 
  
Modesty panels are full height. Credenzas and extended corners have a 3” inset modesty panel with a mousehole 
for cable routing and access to electrical outlets. 
 

Pedestals 
 
Interior Drawer Dimensions: 
    
 Credenza Pedestals 
  Pencil Drawer: 12”W x 16”D x 1 1/8”H  
  Box Drawer: 12”W x 16”D x 3 ¼”H 

 File Drawer: 12”W x 16”D x 9 ¾”H (16 LFI letter filing; 12 LFI legal filing) 
 
Desk Pedestals 

  Pencil Drawer: 12”W x 19”D x 1 1/8”H 
  Box Drawer: 12”W x 21”D x 3 ¼”H 

 File Drawer: 12”W x 21”D x 9 ¾”H (21 LFI letter filing; 12 LFI legal filing) 



 
Pedestals feature full extension ball bearing slides on all drawers. 
 
Pedestals feature a cable management chimney that allows cables to be routed from the worksurface through the 
pedestals, exiting from either the bottom (suspended pedestals) or the side (full height pedestals).  
 
All locks are keyed alike.  Lock cores are removable for keying suites individually.  Master key available. 
 
Mobile kit consists of pedestal top with color matched 2mm PVC edging and five casters.  Fifth caster mounts to 
the underside of the bottom drawer to prevent tipping. 
 
Pedestals ship fully assembled. 
 

Lateral Files 
 
Lateral files feature full extension ball bearing slides on all drawers. 
 
All locks are keyed alike.  Lock cores are removable for keying suites individually.  Master key available. 
 
All lateral file units are equipped with an integral locking device that prevents more than one drawer from being 
open at one time to avoid tipping. 
 
Drawers can be configured for front-to-back or side-to-side filing. 
 
Filing Capacity 
 
 30” Credenza Lateral File 
  Side-to-side letter or legal filing: 26 ¼ LFI 
  Front to back letter filing: 34 LFI 
 
 36” Credenza Lateral File 
  Side-to-side letter or legal filing: 32 ¼ LFI 
  Front to back letter or legal filing: 34 LFI 
 
 30” Freestanding Lateral File 
  Side-to-side letter or legal filing: 26 ¼ LFI 
  Front to back letter filing: 38 LFI 
 
 36” Freestanding Lateral File 
  Side-to-side letter or legal filing: 32 ¼ LFI 
  Front to back letter or legal filing: 38 LFI 
   
Lateral files ship fully assembled. 
 

Storage Hutch 
 
Enclosed storage compartments (two per hutch): 
  

60”W (ea.): 28 5/8”W x 12 7/8”D x 15 ½”H 
66”W (ea.): 31 5/8”W x 12 7/8”D x 15 ½”H 
72”W (ea.): 31 5/8”W x 12 7/8”D x 15 ½”H 
 

Worksurface to bottom of shelf clearance is 21 ½”H. 



 
Hutches feature 1 3/8” Dia. wire management grommets in the back panel and bottom shelf for cable routing. 
 
Doors use pre-installed, self-closing, inset and half overlay European style hinges. 
 
Optional fabric tack panels attach using double sided adhesive, while the task light screws into the underside of 
the shelf. 
 

Wall Mount Hutch 
 
Interior Dimensions 

 
Enclosed storage compartments (ea.): 16 5/8”W x 12 7/8”D x 15 ½”H 
 
Center Shelf: 34 7/8”W x 12 7/8”D x 12”H 

 
Mail Slots: 11 3/16”W x 12 7/8”D x 3”H 

 
Wall mount hutch doors use pre-installed, self-closing, inset European style hinges. 

Bookcases 
 
Interior Shelf Dimensions: 
 Bookcases:  34 3/8”W x 14”D 
 Quarter Round: 17”W x 17”D 
 
Bookcases feature multiple adjustable shelves in 1.25 inch increments, except for the third shelf on the five shelf 
bookcase, which is fixed.        
 
Bookcases feature 1 3/8” Dia. wire management grommets in the back panels for cable routing. 
 
Bookcase shelves incorporate a rear notch to allow cables to travel between shelves. 
 

Storage Cabinets 
 
All Cabinet doors use pre-installed, self-closing, full overlay and half overlay European style hinges. 
 
Adjustable shelf depth on the Low Wall Cabinet, Glass Display Cabinet and Storage Cabinet is 16 ¼”.  Personal 
Storage Tower has 22 ½” deep adjustable shelves. 
 
All cabinet interior shelves are height adjustable in 1.25 inch increments. 
 
All cabinets have either 1 3/8” Dia. wire management grommets or mouseholes in the back panels for cable 
routing. 
 
All cabinet interior shelves incorporate a rear notch to allow cables to travel between shelves. 
 
Personal Storage Tower features six adjustable shelves and a hanging garment bar. 
 
 



Conference Tables 
 
Desk worksurfaces and the top of storage cabinets and hutches constructed of Thermally Fused Laminate (TFL) 
over 1 5/8” thick 41lb/ft3 density particleboard with 3mm Fluted PVC edging.  Worksurface features hollow core 
construction to minimize weight. 
 
Conference tables feature standard 6” x 2 ¾” cable grommets in surface.  Optional power module is available that 
replaces the standard grommets. 
 
Conference table legs feature a curved, 2 ½” thick leg except the 42” round table that uses a 2 ½” thick “X” style 
base. 
 
Conference tables contain a 1 3/4” x 2 3/8” cable chimney in the leg for routing cables from the worksurface to the 
floor. 
 
Modesty panels are 11 ¾” in height and form an “H” frame that increase stability while creating an apron that 
conceals cabling. 
 
 
 
 


